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SAFEPACK VCI Anticorrosion Paper
SP-GALVWRAP-WF

O Standard Construction: 70 gsm specially matured Kraft paper, one side
activated with 10-12 gsm of VCI chemicals (Volatile Corrosion Inhibitors
specially engineered for galvanized products ), laminated & reinforced with
waterproof woven fabric.

O Features:.

CORROSION is a destructive chemical process; most often it is the
conversion of a metal to its oxide, for example, the corrosion of iron by
oxygen and water to produce iron oxides (i.e., rust).

Safepack VCI paper carries a high load of specially engineered rust
preventing chemicals (VCI's). These chemicals further dis-associate into
positively & negatively charged ions and are adsorbed invisibly on the
negatively & positively charged areas of the metal surface respectively. It
protects metals strongly through direct contact as well as vapor action. The
VCl's also protect areas, which are difficult to reach like drilled holes, crevices,
voids etc.

SP-GALVWRAP-WF is a strong wrap around for galvanized steel coils &
sheets to protect it from oxidation-white rust formation. It’s tight weave
provides strong constructions & enhances moisture barrier properties. It
protects specifically galvanized & ferrous metals, comprising ferro-alloys,
iron & steel in elevated humid atmospheric conditions. It gives extra
protection in contact application. VCI wrappers eliminate the use of messy
polluting oils/greases/coatings & instead provide simply WRAP > OPEN
> USE method. This simple environment loving method delights the end
user as he can get rid off washing, degreasing & cleaning .Not only this but
overall this iseconomical and the material is recyclable.

SP-GALVWRAP-WEF is available upto 3000mm in width which
attributes for seamless non-tedious packaging.

O  Typical Applications to prevent corrosion:

Specially designed for over-wrapping of Galvanized Steel coils/sheets.

o Technology e Innovation eEnvironment friendly



Typical Properties: Metals Protected: Galvanized steel and
ferrous metals like mild steel, cast iron, etc
Property Units Value
Basis Weight GSM 180 +5 :Il’ackagllng andI stoa*adge c<|)nd1t10ns:
Bursting Strength |  Kg/cm? 21.00 . Store I @ ool and dry place. .
Tear Strength of MD 1120 2. Wrapping of rolls in original packing
CD 2240 during storage is recommended.
Tensile Strength | Kg/sg.cms MD 592 3. Stable at normal storage conditions.
_ CD 330 4. VCI paper should be kept away from
Elongation % g'g 722'30 contaminants prior to usage.
pH ] 75+ 5. Shelf life is minimum 2 years under
Corrosion As per Passes contact normal conditions of storage..
Performance MIL- 2073 ID | corrosivity test and
Vapor Inhibiting Method of Application:
ability (VIA) test. ' gimply wrap the clean, dry metal parts in
the paper. Also refer our note guidelines for
packaging department.
Availability:

1. Available in rolls of standard size of 1mtr X 100 mtr./ 2mtr x 500mtr & 3 mtr x 500mtr
2. Custom size and constructions will be made upon request.

3. Custom size stitched heavy duty bags & covers can be made

4. Custom printing possible.

SAFEPACK range of products:

3mtr VCI STEEL WRAPVCI PLASTIC FILM VCI STRETCH FILM  VCI POWDER & VCI EMITTER
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SAFE FRESH
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VCI WATER BASE AL. BARRIER BAGS & ABSORBENTS & TRANSIT HAZARD
COVERS DESICCANTS INDICATORS

VCI OIL

FLEXIBLE PKG.
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Also available Customised Packaging Solutions that meet your needs & requirements.

LIMITED WARRANTY

The values shown above were developed from our random sampling procedure & we believe them to be specific for this product only. SAFEPACK 8 T jtability of these products for any
specific application. Users should determine the product suitability for any application through their own testing & evaluation. Standard warranty clause applles to all supplies. SAFEPACK Industries Ltd. shall have no lia
damage arising out of the use of or the inability to use the products.

For more information call us today !

5 SAFE - T Industries Ltd.
~ 77, General Block, M.I.D.C.,

Bhosari, Pune - 411 026, India

Tel : 91-20-7111000

Fax : 91-20-7111700

e-mail : info@safepack.com
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